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With the flexible fin facing towards the outside of the door hinge

7 the seal in to place and snap in to position on both doors. K
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Take the loose profile and line it ) JJJ/ S
inst the wall profil 3) -
P mmm_:mﬂ > war proiie as Finally seal the OUTSIDE ? . — ~
shown. Clip into place and hinge ——

around towards the wall - push om. the S voéoa all around
and snap into place. with silicone and allow to

set for 24 hours.
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SILICON SEALANT, VERTICALLY INSIDE
AND OUT, AND HORIZONTALLY ON THE
OUTSIDE ONLY. THIS ALLOWS ANY
WATER TRAPPED INSIDE THE

FRAME TO ESCAPE INTO THE TRAY.
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E YOU INSTALL YOUR QUADRANT DOOR..

Fit wall plugs into holes.

Fit wall profiles and

position on top of tray. Secure
and fit in place with screws.

-

/

=
Take one fixed panel and apply
a bead of silicone as shown in 3.a
along the full length of the inside
corner of the profile. Slot one curve
bar onto fixed panel(3.b) and fix with
screws provided. Then slot other

curved bar onto fixed panel and
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Continue to 'Slide' one door onto the
tracks on the horizontal profile -
ensuring all wheels are on the track
correctly. Repeat process for second
door.
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