
ItÕs easy to do it with Flair -

Fresca passes the DIY Test

Charlie Watt, a keen DIYer from Hampshire was put to the test, or rather put our Fresca product to the test,

when he installed it in his house in Hampshire.

Charlie told us about his first impressions once the enclosure had been delivered. ‘This was my first

installation using a product from Flair.  It was well packaged and when opened the various sections and

fixings were easy to identify. There were also easy-to-read installation instructions with pictures. We opted

for the Jumbo Slideaway Door with Side Panel to produce a generous enclosure measuring 120cm x 80cm’.

The job took around 4 hours and afterwards we asked Charlie for his feedback.  ‘This was a quick and easy

installation and produced a great professional finish. I would say the Fresca product was a fantastic choice

for a hassle free job and would definitely use it again’

Here is Charlie’s step by step guide to the installation:-

Before Starting

First ensure the shower tray is level and sealed along both walls. Locate all the screws, plugs and

caps from the bags supplied. The only tools you’ll need are a good drill, level and a sealant gun.

(Image 1.)

Step 1 Ð Fit the Wall Brackets

Mark 10mm in from the outside of the tray. Using a level, locate the wall bracket in position and

mark each hole. Drill with a 5.5mm masonry bit and insert the wall plugs.  Insert 38mm screws into

the white collars and secure each bracket into the 3 pre-drilled holes. Snap on the chromed screw

head covers.

Step 2 Ð Position the Side Panel

Position the Side Panel to the wall bracket and adjust until the front of the panel lines up 10mm

from the front of the tray.  Our walls aren’t straight so it is great to with a product that caters for

this; this Fresca model allows up to 60mm adjustment.



Step  3 Ð Assemble the Slideaway Door

Lay the door flat on the floor preferably on cardboard or a soft surface to protect the highly

polished profiles. Slide on the top and bottom wheel tracks and then secure with the 4 x 35mm

screws and 4 x 10mm screws provided.  Next slide the door into place by guiding the top and

bottom wheels onto the tracks – the 6mm safety glass is heavy so get someone to give you a hand

for this bit.

Step 4 Ð Apply Sealant to the Side Panel

Apply a bead of silicone sealant along the ‘V’ groove on the inner face of the Side panel profile

where it will join onto the door section.

Step 5 Ð Secure the Door

Position the Slideaway Door to the wall bracket and align with the Side Panel profile. Then hinge

and snap into place. I recommend applying two lengths of masking or duct tape to hold the profiles

together while the silicone dries. Once both panels are in their final positions, drill through the

existing holes in the fixed panels with the drill bit supplied and fix to the wall brackets with 12mm

screws. Snap on the chrome screw head covers for a perfect finish.

Step 6 Ð Fix Handles

Place 30mm bolts through the inner handle. Place spacers onto the bolts and offer through the

holes in the glass. Align the outer handle onto the bolts and tighten with the Allen Key supplied.

Step 7 Ð Waterproofing

Seal the outside edge of the shower tray with silicone sealant and also the join between the wall

brackets and the tiled wall. Allow to set for 24 hours before using the shower.


